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TREE PROTECTION DETAIL

THE CONTRACTOR SHALL HAVE THE TREE
LIMBS PRUNED THAT MIGHT BE DAMAGED
BY EQUIPMENT OPERATIONS PRIGR T0
CONSTRUCTION COMMENCING

2 7 EARTH SAW CUT AT THE TREE ROQTS
TO BE PERFORMED AT DRIP LINE OR

S, o AS INDICATED ON THE PLANS (MINIMUM

DEPTH — 2'(.810M})
PROTECTIVE TREE FENCE

NOTHING

SHALL BE

STORED UMITS_OF CONSTRUCTION

WITHIN THIS

NOTE 4 AREA. 1'(300MM) MIN.
AR AN e N e e e

NOTE:
1. IF A UTIUTY MUST BE WITHIN 15 FEET OF A TREE TRUNK, IT #S RECOMMENDED
THAY [T BE AUGERED.
2. ALl TREES PROTECTED SHALL BE DEERP ROOT FERTILIZED.
3. ALL TREES SHALL BE WATERED,

4, PROTECT TREES WITH PLANKS FOR 10' ABOVE GROUND AMD COMPLETELY
ARQUND TREE.

5. ALL MATERIALS SUPPLIED BY CONTRACTOR,

KiPYRIILE
TILNIE DEPATIMENT

TR 3
T 16k 1
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RECOMMENDED PRACTICES FOR TREES TQ BE SAVED

TREE
DRIPLINE

SNOW FENCE

. SNOW FENCE SHALL EXTEND TO THE DRIPLINE OF THE TREE. THE SNOW FENCE SHALL

BE HIGH ENDUGH SO AS TO 8F VISIBLE TO ALL CONSTRUCTION PERSONNEL.

. GRADE CHANGES, UTILITY TRENCHES, STORAGE OF CONSTRUCTION MATERIAL, DUMPING OF

WASTE OR STORAGE OF CONSTRUCTION EQUIPMENT SHALL NOT BE ALLOWED WITHIN SNOW
FENCING.

. IF A UTLITY MUST 8E WITHIN 19°(4.57M) OF A TREE TRUNK, I 15 RECOMMENDED THAT I¥ BE

AUGERED,

. ALL TREES TO BE SAVED WHICH HAVE BEEN SUBJECTED TO CONSTRUCTION ACTIVITY WITHIN

THE DRIPLINE SHOULD BE SELECTIVELY THINNED 10% BY AN ARBORIST SKILLED AT THE
SELECTVE THINNING PROCEDURE, NONE OF THE TREES SHALL BE TOPPED, HEADED BACK,
SKINNED (REMOVAL OF THE INTERIOR BRANCHES), OR CLIMBED WiTH SPIKES. Al DEAD WOOD
SHOULD BE REMOVED TO AVOH) HAZARD.

. IT 15 RECOMMENDED THAT FOLLOWING CONSTRUCTION, TREES BE MAINTAINED IN THER

NATIVE. CONDITION. NG {AWN SHOULD BE PLACED AROUND THE TREES, 1T iS5 RECOMMENDED
THAT THE AREA BE MULCHED WITH 2°(S0MM} OF DECOMPOSED LEAVES AND 27(S0MM) OF
WOCD CHIPS QR BARK.

6. ALl TREES PROTECTED SHALL BE DEEP ROOT FERTIUZED.
7. ALL TREES SHAUL BE WATERED,
E. ALL MATERIALS SUPPLIED 8Y CONTRACOR.
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UTCITIET DXPARTMINT | EXCOMMNIVED PRACTICRY FOR TRYRS TO B SAVED
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TYPICAL CONDUIT CONNECTIONS
ENTERING MANHOLE, HANDHOLE
AND VAULTS WHEN HDPE

CCNDUIT IS USED

37, 57 AND €7 HQPE SDR 135 CONDUIT

5" AND 6" TRANSITION COUPLING FOR
HQPE S0R 13.5 TO SCHEDULE 40 PVO,
SUPPLIED BY THE CONTRACTOR.

3", 657 OR &" SCHEQULE 40 PVC
CONDUIT SUPPLIED BY THE CHFY.

CONTRACTOR GHALL BEVEL ENDS OF HDPE
PIPE IN TRAMSITION COUPLING TO AN
ANGLE TO ALLOW SMOOTH TRANSITIOM COST
INGIDENTAL TO CONTRACT,

ROTATE CONDUIT TQ FORM THE PROPER
CONDUIT PACKAGE LEAVING THE MANHOLE,
HANDHOLE OR VAULT PER SPECIFICATION.

TYPICAL ELECTRICAL MANHOLE,
SWITCH GEAR VAULT OR
HANDHOLE,

EE NOTE 1
MANHOLE #1

5 10 W

3", 57 AND 6" STEEL BENDS,
30" TO 48" RADIUS, OR STEEL
STRAIGHT SECTION

{ j

THREADED COUPLINGS
SUPPLIED BY THE
CONTRACTOR OR STOP
COUPLINGS SUPPLIED BY
THE CITY.

2", 5" AND 8" SCHEDULE
40 PVQ CONDUT
SUPPLIED BY THE CITY,

STEEL CONDUY

SEE NOTE 2

‘i I
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200 TO 60
HDRPE CONDUIT 1S NOT e
ACCEPTABLE IN THIS AREA

3", 5" AND 67
SCHEDULE 40 PVC
CONDUIT
N THES AREA,

37, 5" AND 6" HDPE so& 13.5

INSTALL-
CONDUTT DUCT PACKAGE
CONTRACTOR [MRECTIONALLY DRULED
(SEE NOTE 4)

NOTES:
1. SEE SPECIFICATION FOR PROPER DUCT ALIGNMENT INTO MAMHOLE

2. SEE SPECIFICATION FOR PROPER DUCT ALIGNMENT ON THE OTHER END OF
DUCT RUN THE NUMBERED DUCTS SHOULD BE N THE SAME LOCATION ON
BOTH ENDS (SEE SAMPLE AT LOWER RIGHT).

3. COST TO PROPERLY NSTALL CONDUIT FROM Ohii;'. EL%’IC?RICAL FACILITY TO
AMOTHER 15 INCIDENTAL TO THE COST OF THE WO

4. DUCT PACKAGE CAN BE ANY NUMBER OF DUCTS, FROM 2 DUCTS TO 18
DUCTS.

5. COST OF ALIGNING DUCTS ARE INCIDENTAL TO THE CONTRACT,

',L-'- TO MANHOLE §2.

INSTALL

37, 5" AND 6" SCHEDULE 40
SUPPLED BY THE CITY

N THIS AREA,

CONTRACTOR IS ADVISE THAT DURING THE
DIRECTIONALLY DRILING PROCEQURE. THE HOPE
WiLL ROTATE, TWIST AND NOT LINE UP. THE
CONTRACTOR SHALL CORRECT THIS SITUATION
PRICR TO CONNECTING TO MANHOLES, VAULTS AND
HANDHOLES ETC.

TYPICAL, CONDUTY CONNEITTIONT
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SAMPLE OF HOW QUCTS ARE TQ LINE UP
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